
 
A. How our DIY package works: 

a. Once you have completed the drawing drop it off at our office or email it if you 
have access to a scanner.  Our address is: 503 48th St. East, Saskatoon, SK.  The 
Email address is diy.cf@sasktel.net. Our designer will briefly go over your 
drawing with you and ensure we have all the info we need to complete the 
drawing. If you have any questions at anytime please contact us at 306-931-8755 

 
b. Once we have your drawing, we design your system, when that is completed, we 

will contact you with the cost of the package, usually within 3 to 5 business days.  
You can request a price for a DIY manual system, DIY electric system, and also an 
installed price.  

c. The quote you receive is good for a year, as long as there are no changes after 
the drawing is complete.  We keep the drawing and quotes on file at our office.  
You are welcome to come into the store at anytime and review the drawing and 
quote. 

d. If you choose to order the package from us, you will receive a detailed, color 
coded design, and all the parts you will require to install the package.  Each 
sprinkler head is color coded to the drawing, mounted on the correct fitting, and 
ready to be installed.  We also nozzle each sprinkler for the correct water flow 
and distance. 

e. When you pick up your parts you will have a consultation with the designer, who 
will go through the package with you and answer any questions you may have. 

2.     Important things to think about: 
a.      If this is a brand new home, take some time to decide how you want the yard to 

look once it is landscaped.  Changes made after your irrigation system is in can 
be costly.  Adding heads at a later date can affect the gallonage and performance 
of your system.  If you’re planning on putting in a shed, flowerbeds, trees or a 
Patio/Deck at a later date, please indicate where you plan to put them on your 
drawing.  Label them “Future Shed” or “Future Patio” and we can design the 
system for easy adjustment once you have built them.  Accurate measurements 
for any “Future Item” are also important. 

b.      Be sure to indicate where you want to water, often the sides of houses are 
graveled or cemented.  Draw those areas in on your drawing and clearly print, 
Gravel, sidewalk..etc. 

c.       Indicate on your map where the fence or gate separating the front and back 
yards are located or will be located. 

d.      If you are opting for an electric system please indicate on the map where your 
utility room is located or a location where you would like your sprinkler 
controller mounted.  Most controllers used are indoors, but you can opt for an 
outdoor controller if wanted. 

mailto:diy.cf@sasktel.net


 
   3.     Important things to think about: 

a.      There are 2 ways to install pipe underground.  You can hand trench the lines or 
you can rent a pipe puller.  We need to know which method you are going to use 
before you order your DIY package.   

          4.     Items you will need to complete your drawing. 

a.      Accurate measurements of your yard.  (It is imperative that the drawing is to 
scale) 

b.      A pencil 
c.       A ruler 
d.      Bucket  
e.      Stopwatch/timer 

 

5.     Draw out your yard using the graph provided.   
a.      Your yard measurements and drawing must be accurate to ensure a proper 

design is done.  It is incredibly important that everything is measured accurately; 
it will ensure your system waters exactly what it should water and not your 
house, fences or sheds causing water damage and repairs in the future. 

b.      Be sure to indicate where any trees and bushes are or will be, as they will affect 
the design. 

c.       Include anything in your yard that is permanent.  Sheds, paths, decks, patios etc, 
make sure they are accurately measured out and drawn. 

d.      Show on the drawing where your outside water taps are, make sure these are 
measured and accurate on the drawing.   

e.      Indicate what side you would like your sediment faucet on your manifold for 
ease of use.  You can mount your manifold (Where you turn your sprinklers on 
and off) just about anywhere, please indicate where you would like your 
manifold mounted at the water supply or in another location I.E. (Valve boxes, 
on the side of the deck, side of the shed...Etc.) 

 

 

Check out www.hunterindustries.com and www.rainbird.com for how to 

videos and other helpful tips. 

http://www.hunterindustries.com/
http://www.rainbird.com/


SPRINKLER SYSTEM DESIGN GUIDE 

DESIGN AND ESTIMATE DETAILS 

Name -------------------------------------------------- Date ___________ _ 

Adilless -------------------------------------------------

Telephone Number ___ _ _ Home _______ _ Work _______ _ Email -------------
To ensure a proper irrigation design and estimate, please do the following: 
* Measure your yard and draw it on the graph paper provided. Include all buildings, driveways, sidewalks, fences, 
trees, shrubs, flower beds, lawn areas and any other obstructions. 

Please answer the following questions 

1. ls your plan drawn to scale and does it show all buildings, walks, trees, etc.? YESD NO D 

2. Are the water outlets shown on plan? YESD NO D 

3. What size are the water outlets? 1/2" D 3/4" D 

4. [f your water outlet is 1/2", will you convert to 3/4"? YESD NOD 

5. What s the static water pressure? (see back sheet) 

6. What is the water flow rate? eg. G.P.M. (see back sheet) 

7. Trees, indicate the type, species, trunk diameter and clearance 
under limbs, if any. 

8. Do you want the shrubs irrigated? YES D NOD 

9. Do you want the flower beds irrigated? YES D NOD 

10. Do you want the garden irrigated? YES D NOD 

11. Are any of the planting beds elevated? YES D NO D 

12. Do you have a sprinkler head preference? YES D NOD 

If so, what brand and type? 

13. Do you want an automatic system? YESD NOD 

Or a manual system? YES D NOD 

14. Do you want a DO-IT-YOURSELF package? YESD NOD 

Or an installed package? YES D NO D 
If the details you supply are inaccurate, we cannot guarantee the results you will receive with the sprinkler package 
you purchase. 
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STATIC WATER PRESSURE 

This is the water pressure reading, expressed in pounds per square inch (PSI). It is obtained 
at the outside water outlet (faucet) when no water is running inside or outside of the house. 
If possible, take a pressure reading from the outside outlet, or contact your water company 
for the water pressure in your area. 

WATER FLOW RATE G.P.M. (GALLONS PER MINUTE) 

Water flow rate is the amount of water (in gallon) that can flow from the water outlet (per 
minute). 

A simple test can be perfom1ed. Time how long it takes to fill a bucket of a known size from 
one of the outside faucets, convert this to gallons per minute using the following formula: 

BUCKET SIZE (in gallons) x 60 G.P.M. 
Seconds to fill 

Example: 

A 2 gallon bucket that fills in 15 seconds means that available flow is 8 gallons per minute. 

2/15 X 60 = 8 G.P.M. 

Maximum gallonage which can be 
Water Meter Meter to Sprinkler drawn to maintain pressure for heads 

Size Outside Tap System Pipe based on 50 P.S.I. static pressure 

5/8 l/2 3/4 5 gal/min 

5/8 3/4 3/4 10 gal/min 

3/4 3/4 3/4 12 gal/min 

I 1 1 18 gal/min 
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